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11..00  IINNTTRROODDUUCCTTIIOONN  
 

he Sarasota Bay Watershed is subject to coastal and inland flooding. Coastal flooding 
sources include storm surge and wind-driven waves. Inland flooding results from 
excessive rainfall. Storm surges are caused by high winds, and coastal and inland 

flooding are usually associated with hurricanes or other tropical storms. The relatively flat and 
low-lying topography of Sarasota County make it inherently prone to both types of flooding, and 
the County’s “poorly drained” soils further promote inland flooding. Additionally, development 
has changed the natural environment within the Sarasota Bay Watershed and likely exacerbated 
the flooding problem before modern stormwater management regulations were implemented. 
Increased impervious surfaces throughout the heavily urbanized Hudson Bayou, Whitaker 
Bayou, and Sarasota Coastal basins have decreased rainfall infiltration, and gutters and storm 
sewers speed runoff to the channels. As a result, more water runs off more quickly, and drainage 
systems, including creeks, can become overloaded, leading to flooding.  
 
The Sarasota County Watershed Management Program endeavors to address inland flooding. 
The County’s goal with regard to flood protection is to minimize flood risk to protect human 
safety and property in existing developed areas while protecting natural and beneficial functions 
of the remaining floodplain. This Watershed Quality Management Plan (WQMP) does not 
contain new analyses of flood conditions since the conditions have been analyzed and 
recommendations for improvements were previously proposed. Instead, this WQMP provides an 
overview of existing flood-protection-related activities and previous flood-protection 
recommendations. This section is an important component of the WQMP as flooding in the 
watershed directly impacts water quality in the tributaries and bay. Water quality best 
management practices (BMPs) are often designed to capture debris and sediment and remove 
pollutants during low-flow events and may not be as effective during larger storm events. 
Additionally, during large storm events, runoff may pool or flow in areas outside of drainage 
systems, such as over roads or in parking lots, and may collect more debris and pollutants than a 
low-flow event fully contained within a drainage system with water quality BMPs. Therefore, 
reducing the risk of flooding is an important component of improving water quality in Sarasota 
Bay.  
 
This overview includes a background section followed by a description of the significant flood-
protection-related policies, programs, planning studies and efforts and a summary of flood-
protection activities for Sarasota County. 

T 
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22..00  BBAACCKKGGRROOUUNNDD  
 

istorically, the Sarasota Bay Watershed was predominately a mosaic of isolated 
wetlands and pine flatwoods. During normal seasonal cycles, the water in these 
wetlands expanded into pine flatwoods with wet-season rainfall and contracted to 

isolated pockets of wetlands during the dry season. In the early 1900s, residents of Sarasota 
County established a Mosquito Control District that installed ditches in mangrove areas along the 
coast and extended the natural creeks inland to connect many of the large, isolated wetlands. The 
result is a network of man-made drainage ditches that dramatically altered the movement of 
freshwater from the land to tidal creeks, estuaries, and bays and in turn extended the tidal 
influence inland. Over time many wetlands and floodplains were filled without mitigation or 
compensation, and impervious surfaces were created. As a result, flood storage capacity was 
reduced and runoff increased, raising flood stages and decreasing water quality in creeks and 
bays. Since much of the watershed is now densely populated, flooding affects homes, businesses, 
and agriculture in the floodplains, especially those areas developed before the adoption of 
County Land Development Regulations (LDR) in 1981 (Figure 2-1). 
 

 
Figure 2-1 Floodplain Changes Schematic (Adapted from www.dnr.sc.gov) 

 
Sarasota County recognizes its flooding problems and the need to improve the existing system. 
The County took the first step toward developing a stormwater program in 1981 with the 
creation of the Stormwater Management Division. Around that time, the County implemented its 
first LDR, requiring stormwater controls to be designed for a 25-year storm (8 inches of rain in 
24 hours). In 1987, the Sarasota County Stormwater Master Plan was adopted. The Sarasota 
County Stormwater Environmental Utility (SEU) was established in 1989 to implement the plan.  
 
By the early 1990s, the Sarasota County SEU initiated a Countywide basin master planning 
project to develop hydrologic and hydraulic models to identify problematic flooding areas for all 
of the County’s major watersheds. These models are also used to analyze proposed drainage 
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improvements to the County’s stormwater system. The Hudson Bayou, Business District, and 
Whitaker Bayou Basin Master Plans were completed in 1994, 2002, and 2003, respectively. An 
addendum to the Hudson Bayou Basin Master Plan was issued in 1997. In addition, SEU 
continues to maintain the model by updating it periodically. The updated model is made 
available to developers to use as the base model to ensure that proposed projects will not impact 
neighboring areas.     
 
In the mid 1990s, the LDR was modified to require stormwater systems to be designed for a  
100-year storm (10 inches of rain in 24 hours). The County also started the first stormwater 
capital improvement assessments. The County then completed feasibility analyses for projects in 
problem areas identified in the Basin Master Plans. Several of these projects are included in the 
County’s Capital Improvement Program (CIP). By the late 1990s, the SEU Strategic Plan was 
adopted and revenue bonds were issued to fund more stormwater improvement projects. Today, 
several CIP projects, such as stormwater control structures, retrofit projects, and retention and 
detention ponds, have been constructed throughout the Sarasota Bay Watershed (Figure 5-2).  
 
Regular maintenance of stormwater management systems is essential to ensure the efficient 
function of existing stormwater conveyances and the new stormwater facilities. The County’s 
Environmental Services Department follows a 1999 Strategic Maintenance Plan for the Drainage 
Operations Division. The plan identifies maintenance practices and classifies practices into 
Routine, Extraordinary, and Support activities in which the staff engages for maintenance 
repairs, improvement, management, and operation of the public stormwater system. For more 
information on Stormwater Management Facility Maintenance, refer to Chapter 7 of the Roberts 
Bay North Watershed Management Plan. 
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33..00  FFLLOOOODD--PPRROOTTEECCTTIIOONN  LLEEGGIISSLLAATTIIOONN  AANNDD  OORRDDIINNAANNCCEESS  
 

he Sarasota County Comprehensive Plan is an official public document adopted by the 
Board of County Commissioners and approved by the State to provide the policy 
direction used in framing land use decisions and growth management initiatives. The plan 

covers legislation that has been adopted, planning studies and mitigation efforts, and levels of 
service for stormwater quality and quantity. The plan is subject to an annual amendment cycle as 
well as the Evaluation and Appraisal Report requirement every 7 years (last EAR update, 
November 2006). The 11 chapters that comprise the Sarasota County Comprehensive Plan 
include data and maps on and analysis of existing conditions and—based on that information—
goals, objectives, and policies to guide future development and conservation activities. 
 
3.1 LEGISLATION 
 
The five water management districts—including the Southwest Florida Water Management 
District (SWFWMD)—were initially created by the State of Florida to control flooding. The 
SWFWMD Governing Board is authorized in Chapter 373 and other chapters of the Florida 
Statutes to direct a wide range of programs, initiatives, and actions. These programs include 
flood control, regulatory programs, water conservation, education, and supportive data collection 
and analysis. SWFWMD’s goals for flood protection, water quality, and natural systems are: 
 

 To minimize the potential for damage from floods by protecting and restoring the 
natural water storage and conveyance functions of flood-prone areas. 

 To protect water quality by preventing further degradation of water resources and 
enhancing water quality wherever possible. 

 To preserve, protect, and restore natural systems to support their natural 
hydrologic and ecologic functions. 

 
Sarasota County supports the following State regulations through its Comprehensive Plan and a 
series of ordinances: 
 

 Chapter 40D-2, Florida Administrative Code, includes stormwater system design 
criteria.  

 Chapter 40D-4 and Chapter 40D-40 FAC, state that SWFWMD governs surface 
water permitting and stormwater runoff.  

 Chapter 40D-4 limits peak discharge rates for new development. Rules also 
stipulate that activities affecting floodplains and floodways will not cause adverse 
impacts, such as increased flooding.  

 

T 
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3.2 LOCAL ORDINANCES 
 
New developments are required to consider the impacts of a 100-year storm event to protect 
existing structures with the first habitable floor elevation at or just above the estimated 100-year, 
24-hour flood elevation required by the Federal Emergency Management Agency (FEMA) and 
Sarasota County Ordinance No. 92-055 as amended. Unless properly managed, the increased 
volume and rate of runoff as well as the change in timing from upstream new developments will 
increase 100-year flood elevations, thus impacting structures built to previously lower flood 
elevations. 
 
Sarasota County Ordinance No. 2009-060 provides building construction requirements to 
maintain eligibility for flood insurance coverage in flood-prone areas in the unincorporated area 
of the County. This Ordinance amends Ordinance No. 92-055 as it relates to definition, adoption 
of flood hazard map, lowest floor elevation, and machinery and equipment and provides an 
effective date. The policy provides a guide for all new residential and non-residential 
construction and substantial improvements to existing residential and non-residential structures’ 
lowest floor elevation in reference to the base flood elevation.  
 
Sarasota County Ordinance No. 81-12, “Land Development Regulations,” as amended provides 
regulations that guide development as it pertains to the force of flowing water and drainage of 
runoff. These regulations require that post-development conditions do not exceed those under 
pre-development conditions for the 100-year storm. Furthermore, the LDR regulates 
development activities within the 100-year floodplain by withholding approval “unless the 
developer submits substantial and competent evidence that all lands intended for use as building 
sites can be used safely for building purposes, without undue hazard from flood or adverse soil 
or foundation conditions.” The LDR requires use of the applicable basin flood prediction model 
as the basis of review to ensure that development proposals of 35 or more total acres or 8 or 
more acres of impervious area will not result in an increase in offsite flood stages. Additionally, 
Ordinance No. 81-12 as amended requires new development to provide treatment of the first 
1 inch of runoff. The Water Pollution Control Code, Ordinance No. 96-020 as amended provides 
regulations to prohibit discharges that cause pollution to surface water, groundwater, or the 
stormwater conveyance system.  
 
Sarasota County established SEU in 1989 (Ordinance No. 89-117, as amended). SEU is 
responsible for funding, planning, and constructing improvements and maintaining the County’s 
storm and surface water management facilities. SEU has been instrumental to the County’s 
progress in protecting existing homes from flooding as well as allocating significant resources to 
identify the riverine floodplain in rural areas to help guide development away from flood-prone 
areas.  
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The Ordinance provides funding for the operation of SEU 
by enacting a “user fee.” Each parcel of land is charged an 
annual fee based on the characteristics of the parcel and its 
relative contribution to stormwater runoff. An associated 
“credit” program was enacted that enables “credits” to be 
granted against the “user fee” for properties that maintain 
their drainage facilities in full-functioning condition. SEU 
is also responsible for permitting proposed changes in the 
watershed. 
 
Sarasota County adopted a floodplain management 
ordinance (Ordinance No. 2003-085, as amended). This 
ordinance adopts the current FEMA Flood Insurance Study 
and the Sarasota County Flood Studies. Minimum lowest 
finished floor elevations for new construction and 
substantial improvements are required to be either at or 
above the base flood elevation as determined by FEMA or 
1 foot above the 100-year flood stages established by 
Sarasota County. 
 
Since Fiscal Year 1993, the CIP contained funding for projects throughout the County. This 
program is well underway and is directed at addressing flood protection level-of-service 
(FPLOS) deficiencies, including flooded homes and businesses as well as flooded streets. To 
date, the primary focus of the stormwater improvement program has centered on flooded homes 
and businesses, with a secondary focus on street flooding. As this program reaches a point of 
diminishing returns in terms of addressing flooded buildings, it is likely to focus more on 
remaining street FPLOS deficiencies. 
 
In addition, flood insurance is another tool used to mitigate flood loss and assist in a 
community’s speedy recovery. Under the Community Rating System, flood insurance premium 
rates are adjusted to reflect the reduced flood risk resulting from BMPs. Sarasota County attained 
a Class 5 Rating in 2007, which equates to $5M–$6.3M in annual discounts for $11B in property 
protection.  

Since the inception of 
SEU in 1989, well over 
half of the 800 homes and 
business previously 
susceptible to riverine 
flooding (100-year,  
24-hour storm) are 
protected.  
 
Further, ongoing projects 
are expected to reduce the 
number of flooded homes 
and businesses during the 
100-year, 24-hour storm 
to approximately 250. 
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44..00  FFLLOOOODD  PPRROOTTEECCTTIIOONN  LLEEVVEELL  OOFF  SSEERRVVIICCEE  ((FFPPLLOOSS))  
 

he stormwater quantity FPLOS requires that public and private stormwater management 
systems provide adequate control of stormwater runoff. The stormwater quantity or 
FPLOS and design criteria used throughout the Basin Master Plan program are defined in 

the Sarasota County Comprehensive Plan and LDR (Table 4-1) and used throughout the Basin 
Master Plan program (Section 5.1).  
 

Table 4-1 Stormwater Quantity Level-of-Service (FPLOS) Design Criteria 
Category Flooding Reference Level of Service 

(flood interval) 

I. Buildings 

Emergency shelters and 
essential services >100 

Habitable 100 
Employment/Service 

centers 100 

II. Roads Access  

Evacuation >100 
Arterials 100 

Collectors 25 
Neighborhood 10 

III. Sites  Urban (>1 unit/acre) 5 
Rural 2 

 The FPLOS criteria above can be adjusted to allow greater amounts of flooding of roads and sites if the flooding 
is provided for in a Basin Master Plan or as part of a stormwater management system design. Increased flooding 
should not adversely impact public health and safety, natural resources, or property. 

 
The goal of the FPLOS design criteria is to prevent flooding of emergency shelters and structures 
providing essential services during storms equal to or exceeding the 100-year event (10 inches in 
24 hours). The FPLOS goal for habitable structures and employment/service centers is no 
flooding from storms up to and including the 100-year storm. Flooding of garages, barns, sheds, 
and other out-buildings is not considered structure flooding. The FPLOS established for 
roadways varies depending on the classification of the street or roadway. The goal of these 
criteria is to prevent flooding of evacuation routes and major arterial roadways during storms up 
to and including the 100-year event. Flooding of agricultural land, developed open or green 
space, and undeveloped lands designated for future development is acceptable in storms greater 
than the 5-year event (7 inches in 24 hours) for urban areas (>1 unit/acre) and storms greater than 
the 2-year event (5 inches in 24 hours) in rural areas. This does not include areas incorporated 
into the Stormwater Basin Master Plan as flowways, floodplain, or flood-storage areas.  
 
Table 4-2 shows acceptable flooding criteria for the 5-year, 10-year, 25-year, and 100-year 
design storm. Figure 4-1 shows acceptable flooding for a 100-year storm. FPLOS deficiencies 
consist of flooded homes and businesses as well as flooded streets. To date, the primary focus of 
the County’s stormwater improvement program has been to address flooded homes and 
businesses, with a secondary focus on severe street flooding.  
 

T 
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Table 4-2 Acceptable Flooding Criteria 
Description 5-year 10-year 25-year 100-year 

Roadway: Evacuation None None None None 
Roadway: Arterials None None None 6 inches 
Roadway: Collectors None None 6 inches 9 inches 
Roadway: Neighborhood None 6 inches 9 inches 12 inches 
Parking Areas 3 inches 9 inches 9 inches 12 inches 

Open Space Flooding of open space is acceptable if it does not 
compromise public health and safety. 

 

 
Figure 4-1 Acceptable Flooding for a 100-Year Storm 
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55..00  PPLLAANNNNIINNGG  SSTTUUDDIIEESS  AANNDD  EEFFFFOORRTTSS  
 

he drainage plans and programs from the early 1920s through the 1960s emphasized 
removing surface waters from the land, primarily for mosquito control and agricultural 
uses. Water quality did not begin emerging as a major concern until the late 1960s. 

 
In 1984 the Board of County Commissioners recognized major inadequacies in the existing 
stormwater management system and authorized the preparation of a Stormwater Master Plan to 
assess the need for improving major drainage systems in the developed portions of the County. 
The objectives of the plan included: 
 

 Assessing the adequacy of primary stormwater conveyance systems in developed 
or developing basins.  

 Estimating the cost for public stormwater improvements as watersheds are 
developed to their ultimate use. 

 Prioritizing stormwater management needs of each basin within a framework of 
the needs within the entire County. 

 Developing a plan or identifying options available to the County for financing the 
cost of construction, operation, and maintenance of stormwater management 
facilities. 

 
The County began the Basin Master Planning Program in 1991, and by 2004 the Basin Master 
Plans for Whitaker Bayou and Hudson Bayou and Business District were completed. The 
planning process included developing runoff hydrographs and water surface profiles for existing 
and future (2010) land uses for 2-year, 5-year, 10-year, 25-year, and 100-year 24-hour storm 
events for each basin. Each Basin Master Plan also identifies improvements needed to the 
County drainage systems to meet the adopted FPLOS standards within the basin. More detailed 
information on the Basin Master Planning Program is provided below. 
 
An important product of the Basin Master Plan effort is the horizontal limits of the riverine,  
100-year floodplain. Much of the County riverine floodplain maps to be used for local 
stormwater management planning have been completed. These maps and the detailed flood-
prediction models must, however, be kept up to date to reflect changes in the watershed, such as 
land development and stormwater projects, or they will become obsolete. 
 
5.1 BASIN MASTER PLANNING  
 
Numerous hydrologic studies dating back to the late 1970s have been completed throughout the 
Sarasota Bay Watershed. The Basin Master Plans listed below were based on a detailed analysis 
of these studies, the existing and projected land uses, existing drainage facilities, and projected 
stormwater drainage management needs. This information was used to develop hydrologic and 
hydraulic models using ICPR’s routing engine to simulate runoff, conveyance, and flooding 
conditions for the Whitaker Bayou and Hudson Bayou basins. Model results were used to 

T 
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identify the location and magnitude of existing flooding problems in the basins. Based on model 
results, the plans provide recommendations for facilities improvement and management 
standards that will need to be met by the private sector for new construction and the expansion of 
existing activities to bring stormwater conveyance systems within the basins into compliance 
with the recommended FPLOS criteria. See Figure 5-1 for the basin boundaries.  
 

5.1.1 Whitaker Bayou 
 
The Whitaker Bayou Basin Master Plan identifies numerous flood-prone areas. One-hundred-
and-fifty-four habitable structures are estimated to be susceptible to flooding from the 100-year, 
24-hour storm, and 275 roadway locations are estimated to have an FPLOS deficiency. Seven 
alternative improvements were evaluated in the Whitaker Bayou Basin Master Plan. Flooding 
conditions under the seven alternatives reveal that less than a third of the parcels are eliminated 
from structural flooding during at 100-year, 24-hour storm. Hence, structural flooding will 
continue to be a major concern in the Whitaker Bayou basin. Table 5-1 lists CIP projects that 
address deficient LOS in the Whitaker Bayou basin. 

 
5.1.2 Hudson Bayou 
 
The 1987 City-Wide Master Drainage Plan identified 15 flood-problem areas within the Hudson 
Bayou basin. The flooding problems are primarily described as street, driveway, and yard 
flooding. None of the 15 problem areas references house flooding. The causes of the problem 
listed in the Master Drainage Plan in these 15 areas are either undersized storm sewer pipes or 
constricted channel sections. The projects recommended in this study primarily address nuisance 
flooding areas or drainage complaints and do not necessarily address the City stormwater LOS 
for the project area. The 1994 Basin Master Plan for Hudson Bayou indicates a deficient LOS 
area within the Outfall No. 3 drainage area. The LOS analysis indicates that 30 buildings within 
the 25-year floodplain of the Arlington Drainage Canal, the Fruitville Drainage Canal, and the 
Euclid Drainage Canal would have flooding on the lowest floors. Deficiencies are also seen 
within Outfall No. 1 and No. 2 of the Hudson Bayou basin. However, no attempt was made to 
quantify the location or number of structures that might be flooded during a 25-year, 24-hour 
storm event due to the lack of lowest floor elevation and the inaccuracy in predicting flow depths 
of the closed conduit system. Table 5-1 lists CIP projects that address deficient LOS in the 
Hudson Bayou basin. 
 

 
 

Sarasota Bay Watershed Basin Master Plans: 
• Whitaker Bayou – December 2003 and December 2004 
• Hudson Bayou and Business District – September 1994 
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Figure 5-1 Basin Boundaries 
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Table 5-1 Sarasota Bay Watershed CIP Projects 
Map ID Project ID Project Title Project Description Status 

1 75813 Arlington Canal at Euclid 

This project has been identified in the Hudson Bayou Basin 
Study as one of the projects that will reduce flooding and 
provide increased water quality benefits to the bay. The 
project involves widening the north side of the existing 
canal from US 41 upstream to the confluence of the Euclid 
Canal, replacing an existing 72-inch corrugated metal pipe 
(CMP) with a double 72-inch RCP, and developing 
alternatives for the existing drainage system between 
Sarasota High School and Bahia Vista Street. 

Completed 

2 75814 Arlington Canal at 
Hawthorne 

This project has been identified in the Hudson Bayou Basin 
Study as an inadequate culvert crossing. The project 
involves replacing an existing 72-inch CMP with a double 
72-inch reinforced concrete pipe. This area has been 
identified as a flood-prone area in the City Wide Master 
Drainage Plan – Area 48. 

Completed 

3 75816 
Euclid Canal 

Improvements – Hudson 
Bayou 

This project has been identified in the Hudson Bayou Basin 
Study, which recommended improvement to culverts within 
the canal to improve the conveyance capacity. The 
improvements proposed under this project also include the 
activation of a 54-inch storm sewer pipe from Fruitville 
Road to Ringling Boulevard that was previously installed 
when Fruitville Road was constructed. 

Completed 

4 75817 Loma Linda 

This project involves constructing a pipe to provide an 
outfall for stormwater to eliminate an existing flooding 
problem. Private developers are to construct an outfall pipe 
from Loma Linda Court to US 41, with reimbursement from 
the County through the City. 

Completed 

5 75822 Little Five Points – 
Hudson Bayou 

The project has been redesigned and evaluated for partial 
stormwater improvements at the Little Five Points 
intersection. Improvements include upsizing old drainage 
pipes, relocating curb inlets, and installing a stormwater 
outfall treatment system.   

Completed 
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Table 5-1 Sarasota Bay Watershed CIP Projects 
Map ID Project ID Project Title Project Description Status 

6 75835 Euclid Canal Weir 

This project proposes to replace failed concrete armoring 
downstream of the Euclid Canal Weir (north of Hatton 
Street and west of Shade Avenue). Approximately 80 feet 
of armoring (articulated block revetment) will be placed on 
the banks of the Euclid Canal. 

Completed 

7 75838 Lockwood Ridge Road 

This initial phase of the project will investigate the cause of 
depressions forming in the pavement of Lockwood Ridge 
Road (17th Street north to DeSoto Road). Phase 1 includes 
cleaning and videoing the interior of the pipe for analysis 
and making decisions for Phase 2 to repair the problem and 
prevent future depressions. 

Completed 

8 75845 27th St – MLK Way, 
Culvert Rehabilitation 

Project involves rehabilitating 100 feet of 72-inch-diameter 
CMP below 27th Street/MLK Way at the Canal 3-7 crossing 
using trenchless technology methods (i.e., no trench 
excavation). 

Completed 

9 75848 Brother Geenen Way 
Storm Culvert 

This project is a citizens' request to design and construct 
830 feet of stormwater culvert (4-foot-x-6-foot concrete box 
culvert or size and type of pipe determined through 
stormwater modeling and engineering) for City of Sarasota. 

Active 

10 75850 US 41 Canal 
Rehabilitation 

This project proposes to rehabilitate existing stormwater 
infrastructure including an upland cut drainage canal west 
of US 41 sandwiched between Sarasota Quay and Ritz 
Carlton properties. This includes determining the 
methodology for lining pipes to return the pipe's structural 
integrity and substantially extend the life of the stormwater 
system pipes or to replace the pipe to ensure continued 
drainage control and serviceability. The exact method of 
rehabilitation to reestablish the slopes and stabilize canal 
banks will be determined at the conclusion of a preliminary 
design study. 

Active 
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Table 5-1 Sarasota Bay Watershed CIP Projects 
Map ID Project ID Project Title Project Description Status 

11 75851 17th and 18th Streets 
Drainage Improvements 

This project will rehabilitate and/or replace existing/old 
stormwater infrastructure including pipes, drainage 
structures, and canal system in 17th and 18th Streets at 
Orange Avenue and the neighboring area. This includes 
determining the methodology for lining pipes to return the 
pipe's structural integrity and substantially extend the life of 
the stormwater system pipes or to replace the pipes to 
ensure continued drainage control and serviceability. The 
exact method of rehabilitation to reestablish the slopes and 
stabilize canal banks will be determined at the conclusion of 
a preliminary design study. 

Active 

12 85745 15th–19th Streets 

The project area involves an existing ditch conveyance 
between 15th throughout 19th Streets and Seminole Gulf 
Railroad within Sarasota City limits. The existing 
conveyance system is inadequate, resulting in frequent 
flooding along the eastern portions of these streets. The 
proposed plan for this project will involve installing pipe with 
ditch inlet structures and swale for water quality treatment. 

Completed 

13 85834 Newtown Canal 3-2 – 
Whitaker Bayou 

This project will involve enclosing approximately 2,165 feet 
of open ditch along 20th and Osprey Streets with a double 
43-inch-x-68-inch elliptical reinforced concrete pipe. This 
project will also construct a grass-lined swale to pre-treat 
stormwater runoff before discharge and line an existing 
CMP along 21st Street to improve overall conveyances of 
the system. 

Completed 

14 85836 St. Armands Drainage – 
Coastal 

This project addresses severe flooding of a state road and 
evacuation route that runs through St. Armands Key. By 
addressing this major roadway flooding, local structure and 
roadway flooding will be incidentally addressed as well. 
This project proposes to install additional and larger pipes 
and inlets as well as a series of pump stations. 

Completed 
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Table 5-1 Sarasota Bay Watershed CIP Projects 
Map ID Project ID Project Title Project Description Status 

15 85857 Pelican Drive Outfall – 
Hudson Bayou Basin 

The project involves a closed drainage system to address 
street flooding in the short term. The design will include 
conveyance system improvements, pipe replacements, and 
a pipe slip line along South Pelican and South Lime 
Avenue. A future phase will address FPLOS for structure 
flooding of four homes. This depends on adjacent 
development, County purchase of railroad right-of-way, and 
coordination with City of Sarasota. 

Active 

16 85865 Arlington Canal Bypass – 
Hudson Bayou 

This project, which has been identified within the Hudson 
Bayou Master Basin Plan Study, involves an existing storm 
sewer system from Waldemere Street to Floyd Street along 
the Arlington Canal that requires the design and 
construction of a new improved conveyance system. 

Completed 

17 85866 School Desiltation/School 
Bypass 

This project will replace the existing metal pipes with a 
reinforced concrete box culvert from School Avenue to the 
stormwater outfall facility at Sarasota High School. This 
project also involves an existing canal between Euclid 
Avenue and School Avenue that has an inadequate 
conveyance capacity and severe bank erosion. This project 
is being coordinated with the Sarasota County School 
Board improvements adjacent to the canal. 

Completed 

18 85867 East Avenue – Hudson 
Bayou 

This project involves replacing approximately 2,000 feet of 
existing storm sewer that has failed. Completed 

19 85868 Euclid Avenue - Hudson 
Bayou 

This project involves an existing storm sewer system with 
an inadequate conveyance capacity located at Euclid 
Avenue and Courtland Street. The existing double 36-inch 
CMP installed in the 1950s has deteriorated substantially in 
recent years. The system requires a redesign to replace the 
existing pipe and associated inlet structures to reduce 
existing runoff from sheet flow across the pavement areas 
and erosion within the existing canal. 

Completed 



Sarasota Bay Water Quality Management Plan 
 
 

APPENDIX E 5-8 PLANNING STUDIES AND EFFORTS 

Table 5-1 Sarasota Bay Watershed CIP Projects 
Map ID Project ID Project Title Project Description Status 

20 85893 Gocio Road Culvert – 
Stormwater This project was added by IFAS upload. Completed 

21 95878 
Arlington/Euclid Canal 

Improvement – Hudson 
Bayou 

This project has been identified in the Hudson Bayou Basin 
Study as one that will reduce structure and street flooding. 
The project involves widening the channel, upsizing existing 
culverts, and constructing several control structures. The 
improvements also include activation of a 54-inch pipe 
under Fruitville Road that was previously installed when 
Fruitville Road was constructed. 

Completed 

22 95894 School Avenue By-Pass 

This project will replace the existing metal pipes with a 
reinforced concrete box culvert from School Avenue to the 
stormwater outfall facility at Sarasota High School. This 
project also involves an existing canal between Euclid 
Avenue and School Avenue that has an inadequate 
conveyance capacity and severe bank erosion. This project 
is being coordinated with the Sarasota County School 
Board improvements adjacent to the canal. 

Completed 

23 85861 Leon & Noble Ave 

This project involves an existing inadequate storm sewer 
system and inlet capacity in the Leon and Nobel Avenue 
areas within the City of Sarasota. This project will require a 
redesign to improve the conveyance efficiency of the 
system and reduce existing flooding problems. This project 
will reduce the current flooding problems in the areas 
adjacent to Leon and Nobel Avenues and will improve 
conveyance of the stormwater runoff. 

Complete 

Information provided by Sarasota County. Please contact the County office for additional details. 
Completed: Project that has been constructed. 
: Projects that are currently being constructed. 
Proposed: Projects that are being proposed for improvements. 
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5.2 WATERSHED MODELING AND MAP MODERNIZATION 
 
The County uses and maintains hydrologic and hydraulic watershed-specific models for most of 
the County. These models are used for development and CIP purposes to ensure that no adverse 
offsite impacts occur. Over time, land development, stormwater projects, erosion, and natural 
forces change water flow and drainage patterns. The risk of flooding in certain areas changes 
along with these factors. The detailed flood-prediction models and County floodplain maps must 
therefore be updated regularly to be used for local stormwater management planning. 
 
Sarasota County is partnering with SWFWMD to provide model and flood map updates. 
SWFWMD became a Cooperative Technical Partner with the FEMA in 2001 to:  
 

 Digitize the current paper flood maps. 
 Input up-to-date flood data from more current Flood Study Updates for the 

County’s 28 watershed basins.  
  
The digital maps will reflect current flood risks, include areas of recent growth, and replace older 
paper maps. New digital mapping techniques and more detailed terrain information will provide 
more detailed, reliable, and current data on flood hazards. The new digital maps—known as 
Digital Flood Insurance Rate Maps or DFIRMs—will provide up-to-date, reliable information on 
a property-by-property basis electronically. The DFIRMs will include updated flood risks for 
riverine and coastal flooding and will generally be based on the 2007 LiDAR in NAVD 1988. 
After an adoption period, the maps will become the effective flood information for the National 
Flood Insurance Rate Program. The County will also continue to update the floodplain maps and 
models for flood insurance and stormwater management planning needs.  
 
5.3 CAPITAL IMPROVEMENT PROJECTS 
 
CIPs address FPLOS deficiencies for structures and roadways. SEU started its first CIP projects 
in 1994 to address structure flooding and severe street flooding. Stormwater Improvement 
Assessments were initiated in 1995. A revolving 5-year plan of CIPs, as required by the 
Comprehensive Plan, was established to prioritize the initiation and implementation of the 
projects. CIP projects in the Sarasota Bay Watershed are presented in Figure 5-2 and Table 5-1. 
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Figure 5-2 Sarasota Bay Watershed CIP Projects 
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66..00  CCOONNCCLLUUSSIIOONN  
 

arasota County has flood-protection-related policies and programs in place to minimize 
flood risk to protect human safety and property in existing developed areas while 
protecting natural and beneficial functions of the remaining floodplain. In addition, the 

County LDR guide new development as it pertains to the force of flowing water and drainage of 
runoff. Several CIP projects—such as stormwater control structures and detention ponds—were 
implemented, were proposed, or are currently occurring throughout the watershed.  
 

S 
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